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ADJUSTABLE HINGES WITH COVER HD SQUARE SERIES

30°(MAX.)

30°(MAX.)

SPRING
 RETURN

Tests performed according to EN 14428
ENDURANCE TEST – 20,000 opening/closing cycles
WATER RETENTION – Water jet at 38°C in 90° direction for 1 minute with no seepage 
CORROSION RESISTANCE TEST – Conditioning in salty mist (5% solution according to 
ISO 9227:2006) for 168 h with no appearance of rust



HD SQUARE SMALL SERIES HINGES 6/8 mm
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HD SQUARE SMALL SERIES ADJUSTABLE SIDE HINGE FOR 6/8 mm GLASS
Material: brass - Main features: no visible screws - Other features: hinge glass/wall with side plate
Die cast body with CNC finish, remaining parts are machine produced.
Brass cover on one side to hide the fixing screws connecting the glass panel. +/- 10° adjustment after assembling. 
Wall anchoring plate with slotted hole for the adjustment of the vertical tightening and finishing cover - screwed on the hinge body - 40 mm x 80 mm. 
Two 2mm - and two 1mm black gaskets included.
Adhesive gaskets for an easier hinge positioning onto the glass.
Rotating angle of +/- 90°. With snap at 0° and stop at +/- 90°
and automatic return to the zero position within 30°.
Finish: chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black 
- Other customized finishes available on demand

Art.	 Dimensions	 Glass	 Max. Load	 Max. Door width	 Q.ty
DQ30COV	 L 50 mm H 80 mm	 6/8 mm	 40 kg	 850 mm	 1 Pc
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HD SQUARE SMALL SERIES HINGES 6/8 mm
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HD SQUARE SMALL SERIES ADJUSTABLE CENTER POSITIONED HINGE FOR 6/8 mm GLASS
Material: brass - Main features: no visible screws - Other features: glass/wall hinge with center-positioned plate
Die cast body with CNC finish, remaining parts are machine produced
Brass cover on one side to hide the screws connecting the glass panel +/- 10° adjustment after assembling
Wall fixing plate, screwed to the hinge body, size 44mm x 80mm
Two 2mm - and two 1mm black gaskets included. Adhesive gaskets for an easier hinge positioning onto the glass.
Rotating angle of +/- 90°. With snap at 0° and stop at +/- 90°
and automatic return to the zero position within 30°.
Finish: chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black 
- Other customized finishes available on demand

Art.	 Dimensions	 Glass	 Max. Load	 Max. Door width	 Q.ty
DQ32	 L 50 mm H 80 mm	 6/8 mm	 40 kg	 850 mm	 1 Pc

30

44

9
62

9

Ø5.5

Ø5.5

44

4

7
8

1.5

329

80

505

4

24

Wall plate

-  re g i s te re d  d e s i g n i n th e  e u ro p e a n u ni o n -

43

42

53

37

Ø18

Ø18

HD SQUARE SMALL SERIES ADJUSTABLE SIDE HINGE FOR 6/8 mm GLASS
Material: brass - Main features: no visible screws - Other features: hinge glass/wall with side plate
Die cast body with CNC finish, remaining parts are machine produced
Brass cover on one side to hide the fixing screws connecting the glass panel +/- 10° adjustment after assembling
Grooved wall fixing plate, screwed to the hinge body, size 40mm x 80mm
Two 2mm - and two 1mm black gaskets included. Adhesive gaskets for an easier hinge positioning onto the glass.
Rotating angle of +/- 90°. With snap at 0° and stop at +/- 90°
and automatic return to the zero position within 30°.
Finish: chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black 
- Other customized finishes available on demand

Art.	 Dimensions	 Glass	 Max. Load	 Max. Door width	 Q.ty
DQ30	 L 50 mm H 80 mm	 6/8 mm	 40 kg	 850 mm	 1 Pc
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HD SQUARE SMALL SERIES HINGES 6/8 mm

HD SQUARE SMALL SERIES ADJUSTABLE IN-LINE HINGE FOR 6/8 mm GLASS
Material: brass - Main feature: no visible screws
Other features: glass/glass 180° hinge 
Die cast body with CNC finish, remaining parts are machine produced
Brass cover on one side to hide the screws connecting the glass panel +/- 10° adjustment after assembling
Four 2mm - and four 1mm black gaskets included. Adhesive gaskets for an easier hinge positioning onto the glass.
Rotating angle of +/- 90°. With snap at 0° and stop at +/- 90°
and automatic return to the zero position within 30°.
Finish: chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black 
- Other customized finishes available on demand

Art.	 Dimensions	 Glass	 Max. Load	 Max. Door width	 Q.ty
DQ380	 L 105  H 80 mm	 6/8 mm	 40 kg	 850 mm	 1 Pc
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HD SQUARE SMALL SERIES ADJUSTABLE 90° HINGE FOR 6/8 mm GLASS
Material: brass - Main features: no visible screws
Other features: glass/glass 90° hinge 
Die cast body with CNC finish, remaining parts are machine produced
Brass cover on one side to hide the screws connecting the glass panel +/- 10° adjustment after assembling
Four 2mm - and four 1mm black gaskets included. Adhesive gaskets for an easier hinge positioning onto the glass.
Rotating angle of +/- 90°. With snap at 0° and stop at +/- 90°
and automatic return to the zero position within 30°.
Finish: chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black
- Other customized finishes available on demand

Art.	 Dimensions	 Glass	 Max. Load	 Max. Door width	 Q.ty
DQ390	 L 50 mm + 50 mm H 80 mm	 6/8 mm	 40 kg	 850 mm	 1 Pc
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HD SQUARE SERIES CLAMPS 6/12 mm
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HD SQUARE SERIES WALL/GLASS CLAMP 1 FOR 6/12 mm GLASS
Material: brass
Main feature: no visible screws
Features: wall to glass fixing clamp with a single fixing spot
Two 2mm - and four 1mm black gaskets included. Two M5 screws of different lengths to be used for glass thicknesses from 6 to 12 mm
Once the clamp has been positioned and the screws are tightened, apply the brass plates with bi-adhesive in order to cover the screws.
Chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black

Art	 Dimensions	 Glass cut out	 Glass	 Q.ty 
DQM41 	 L 40 mm H 40 mm 	 17 mm open	 6/12 mm	 1 Pc 
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HD SQUARE SERIES WALL /GLASS CLAMP 2 FOR 6/12 mm GLASS
Material: brass
Main feature: no visible screws
Features: wall to glass fixing clamp with a single fixing spot
Two 2mm - and four 1mm black gaskets included. Two M5 screws of different lengths to be used for glass thicknesses from 6 to 12 mm
Once the clamp has been positioned and the screws are tightened, apply the brass plates with bi-adhesive in order to cover the screws.
Chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black

Art	 Dimensions	 Glass cut out	 Glass	 Q.ty 
DQM43  	 L 40 mm H 40 mm 	 15 mm	 6/12 mm	 1 Pc 
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KIT DOCCIA SQUARE
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HD SQUARE SERIES CLAMPS 6/12 mm



HD SQUARE SERIES SAFETY BAR 8/10/12 mm
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Art.	 Length				    Q.ty 
DQA05	 500 mm				    1 Pc
DQA06	 1000 mm				    1 Pc
DQA08	 1500 mm				    1 Pc

HD SQUARE SERIES RECTANGULAR BAR
Material: brass
Features: rectangular bar available in different lengths, 1 mm thick.
Chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black
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Art.	 Dimensions			   Glass	 Q.ty 
DQA85	 L 40 mm H 40 mm 			   S = 8/12 mm	 1 Pc

HD SQUARE SERIES GLASS CONNECTION
WITH SWIVELING CLAMP
Material: brass
Features: swiveling clamp to be positioned at the end of the bar
The clamp has to be fixed onto the bar by using 2 AISI304 pointed screws, while the installation 
onto the glass is with a brass M8 dowel with PVC top
Chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black

JOINT
AXIS

-  re g i s te re d  d e s i g n i n th e  e u ro p e a n u ni o n -



HD SQUARE SERIES SAFETY BAR 8/10/12 mm
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Art.	 Dimensions			   Glass	 Q.ty 
DQA86	 L 25+25 mm H 40 mm			   S = 8/12 mm	 1 Pc

HD SQUARE SERIES GLASS CONNECTOR
WITH BLIND HOLE AND FIXED CLAMP
Material: brass
Features: fixed clamp to be positioned at the end of the bar
The clamp has to be fixed onto the bar by using 2 AISI304 pointed screws, while the installation 
onto the glass is with a brass M8 dowel with PVC top
Chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black

11  

-  re g i s te re d  d e s i g n i n th e  e u ro p e a n u ni o n -
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Art.	 Dimensions				    Q.ty 
DQA88	 L 55 mm H 25 mm				    1 Pc

HD SQUARE SERIES ARTICULATED WALL CONNECTION
Material: brass
Features: articulated wall connection. 
Once the adjustment is set, tighten the screws to fix the bar. The bar is anchored to the wall 
connection by means of 2 pointed dowels in AISI 304 stainless steel
Chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black

Eyelet on wall joint
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Art.	 Dimensions				    Q.ty 
DQA93	 L 25+34 mm H 18 mm				    1 Pc

HD SQUARE SERIES FITTING FOR FIXED GLASS
Material: brass
Features: fitting for fixed glass to be installed onto the bar through 2 AISI 304 steel screws
Chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black

JOINT AXIS-  re g i s te re d  d e s i g n i n th e  e u ro p e a n u ni o n -

-  re g i s te re d  d e s i g n i n th e  e u ro p e a n u ni o n -



HD SQUARE SERIES SAFETY BAR 8/10/12 mm
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WALL/GLASS SAFETY ROD WITH FIXED WALL CONNECTION AND SHORT CLAMP 
Material: brass
Features: rectangular safety rod with fixed glass and wall anchoring. 
The clamp has to be fixed onto the bar by using 3 AISI304 pointed screws, 
while the installation onto the glass is with a brass M8 dowel with PVC top.
Finish: chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black

Art.	 Bar length	 Total Length		  Glass	 Q.ty 
DQT500	 500 mm	 L = 520 mm		  S = 8/12 mm	 1 Pc
DQT1000	 1000 mm	 L = 1020 mm		  S = 8/12 mm	 1 Pc
DQT1500	 1500 mm	 L = 1520 mm		  S = 8/12 mm	 1 Pc
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Eyelet on wall joint
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Art.	 Bar length	 Total Length		  Glass	 Q.ty 
DQA55	 500 mm	 L = 557 mm		  S = 8/12 mm	 1 Pc
DQA65	 1000 mm	 L = 1057 mm		  S = 8/12 mm	 1 Pc
DQA75	 1500 mm	 L = 1557 mm		  S = 8/12 mm	 1 Pc
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WALL/GLASS SAFETY ROD WITH DOUBLE JOINT 
Material: brass
Features: rectangular safety rod with articulated glass and wall anchoring. 
The clamp has to be fixed onto the bar by using 3 AISI304 pointed screws, 
while the installation onto the glass is with a brass M8 dowel with PVC top.
Finish: chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black

Eyelet on wall joint
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HD SQUARE SERIES SAFETY BAR 8/10/12 mm
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HD SQUARE SERIES WATER CONTAINING PROFILE AND KNOB
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Art	 Dimensions	 Minimum hole	 Glass	 Screw	 Q.ty 
POM2525	 25 x 25 + 44 mm	 8 mm	 8/15	 M6 L=35 mm	 1 Pair  

PAIR OF BRASS KNOBS 25 X 25 X 44
Material: brass, CNC machined
Chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black
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Art	 Dimensions	 Minimum hole	 Glass	 Screw	 Q.ty 
DQP2525	 25 x 25 + 25 mm	 8 mm	 8/15	 M6 L=35 mm	 1 Pair  

PAIR OF BRASS KNOBS 25 X 25 X 25
Material: brass, CNC machined
Chrome, brushed stailness steel effect, mat black (galvanized), RAL 9005 mat black

-  re g i s te re d  d e s i g n i n th e  e u ro p e a n u ni o n -

HD SQUARE SERIES WATER CONTAINING PROFILE AND KNOB
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Art.	 Descrizione	 Dimensions	 Q.ty
PBD3183	 U profile	 3000 mm x 15 mm x 16 mm - inside 12 mm	 1 Pc
PBD3184	 Radial upper profile	 3000 mm x 13,5 mm x 16 mm	 1 Pc
PBD3184,150	 Radial upper profile	 1498 mm x 13,5 mm x 16 mm	 1 Pc
UP2	 Transparent glass stop profile	 Thickness 2 mm	 1 m
UP4	 Transparent glass stop profile	 Thickness 4 mm	 1 m

WATER CONTAINING PROFILE
FOR SHOWER ENCLOSURES
Material: anodized aluminum
Features: U aluminum profile suitable for damp environments
with hidden joints for floor sealing Combinable with
upper radial profile for visible parts without glass
Finish: Polished aluminum, steel imitation aluminum,
mat black (galvanized), RAL 9005 mat black
Minimum order 5 pcs also mixed
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ADHESIVE SHOWER WALL SEALS 8/10/12 mm
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ADHESIVE SHOWER WALL SEALS

CHARACTERISTICS OF THE BIADHESIVE TAPE
Biadhesive tape in transparent acrylic foam, 3M VHB™, dimensions 5x0.5 mm.
Resistance to peeling 2.1 N/mm (up to 90 °C)
100% of the seal after 72 hours. 90% of the seal after 24 hours. 50% of the seal after 20 minutes.
We suggest applying the Biadhesive tape to cold surfaces (at least 10 °C).
To increase adhesion, we suggest using a primer.

NOTES ON CORRECT USE
- Prepare the surfaces by cleaning with specific products.
- Remove the liner and apply the seal to the edge, being sure to keep it aligned and to press it down
  to start adhesion.



ADHESIVE SHOWER WALL SEALS 8/10/12 mm
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45° ADHESIVE MAGNETIC SEAL
Material: Rigid/plasticised coextruded PVC.
Biadhesive tape in VHB transparent acrylic foam - Three-pole magnet.
Maximum operating temperature 70 °C - High UV ray resistance.
Finishes: transparent, black
Minimum order 10 pcs also mixed
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ADHESIVE BULB SEAL
Material: Rigid/plasticised coextruded PVC.
Biadhesive tape in VHB transparent acrylic foam.
Maximum operating temperature 70 °C - High UV ray resistance.
Finishes: transparent, black
Minimum order 10 pcs also mixed
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Art.	 Dimensions	 Glass	 Finish	 Q.ty
GMVHB4	 L 2200 mm	 8/12 mm	 Transparent	 1 Pc
GMVHB4NR	 L 2200 mm	 8/12 mm	 Black	 1 Pc
GMVHB43000	 L 3000 mm	 8/12 mm	 Transparent	 1 Pc
GMVHB43000NR	 L 3000 mm	 8/12 mm	 Black	 1 Pc

Art.	 Dimensions	 Glass	 Finish	 Q.ty
GMVHB1	 L 2200 mm	 8/12 mm	 Transparent	 1 Pair
GMVHB1NR	 L 2200 mm	 8/12 mm	 Black	 1 Pair
GMVHB13000	 L 3000 mm	 8/12 mm	 Transparent	 1 Pair
GMVHB13000NR	 L 3000 mm	 8/12 mm	 Black	 1 Pair



ADHESIVE SHOWER WALL SEALS 8/10/12 mm
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ADHESIVE SEAL WITH STRAIGHT FIN
Material: Rigid/plasticised coextruded PVC.
Biadhesive tape in VHB transparent acrylic foam.
Maximum operating temperature 70 °C - High UV ray resistance.
Finishes: transparent, black
Minimum order 10 pcs also mixed
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ADHESIVE SEAL WITH WIPE AND DRIP RAIL
Material: Rigid/plasticised coextruded PVC.
Biadhesive tape in VHB transparent acrylic foam.
Maximum operating temperature 70 °C - High UV ray resistance.
Finishes: transparent, black
Minimum order 10 pcs also mixed

8.7 17.5

8
10

12

Ø
9.5

10 17.6

6.2

8
10

12

8
10

12

8 10 12

11
.6

6.
2

8

10

12

Art.	 Dimensions	 Glass	 Finish	 Q.ty
GMVHB2	 L 2200 mm	 8/12 mm	 Transparent	 1 Pc
GMVHB2NR	 L 2200 mm	 8/12 mm	 Black	 1 Pc

Art.	 Dimensions	 Glass	 Finish	 Q.ty
GMVHB3	 L 2200 mm	 8/12 mm	 Transparent	 1 Pc
GMVHB3NR	 L 2200 mm	 8/12 mm	 Black	 1 Pc
GMVHB33000	 L 3000 mm	 8/12 mm	 Transparent	 1 Pc
GMVHB33000NR	 L 3000 mm	 8/12 mm	 Black	 1 Pc
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PRODUCTS FOR CLEANING AND PREPARING SURFACES
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DEGREASING WIPE
Characteristics: Disposable wipe, soaked in isopropyl alcohol

Art.			   Q.ty
GSLSVL			   1 Pc

FIXGLASS 1000
Prepares surfaces for gluing
Product for cleaning glass to be glued. IT IS a 
concentrated alcohol-based solvent with concentration
greater than 99% Cleans and degreases glass, metal, 
and marble. Equipped with ON/OFF nozzle.

PRODUCT WITHOUT EXPIRY
STORE IN A CLEAN AND SHADED PLACE.
WE SUGGEST USING TNT CLOTHS FOR APPLICATION
WARNING: WE SUGGEST USING GLOVES
PRODUCT FOR PROFESSIONAL USE

Art.	 Description	 Q.ty
FX1000	 Prepares surfaces for gluing - 500 ml - Complete with spray nozzle	 1 Pc

TNT CLOTH
Product for cleaning glass to be glued.
Doesn’t leave residue on the surface.
Used with the FIXGLASS1000 products, it removes dirt,
grease, without leaving marks

Art.	 Description		  Q.ty
FXTNT01	 TNT Cloth for cleaning surfaces to be glued - 400 x 250 mm - 50 Pieces	 1 Pack

3M™ VHB SILANE GLASS PRIMER
Description: adhesion promoter, it contains silane to prepare the glass for VHB adhesive 
application.

Procedure: 
- The surface to be treated must be clean, smooth and dry.
- Dampen a cloth with the primer.
- Apply the primer to the surface to be glued,
  being sure to pass the cloth over in one direction only.
- Dry the product with a clean and dry cloth, immediately after application.

Art.	 Description	 Q.ty
3MSGP 	 Adhesion promoter - 1000 ml	 1 Pc
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